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安全说明
该电池为包含危险材料(锂)和有毒材料(亚硫酰氯)具有高能量密度处于密封状态的电池。所以，如果电池操作使用不当将导致变形、泄漏*、过热、

爆炸、起火或产生刺激性/腐蚀性气体，造成人员伤害或设备损坏。请遵守下述安全指导，以免发生事故。

请让您的客户、工业废料处理人员(包括再生处理人员)等所有相关人员也遵守这些安全说明。(*泄漏定义为液体意外地从电池流出。)

ER亚硫酰氯锂电池

亚硫酰氯锂电池(ER )

 警告 — 操作使用

■  严禁幼儿吞食。

请勿将电池置于婴幼儿拿得到的地方，以免他们误吞电池。如果发生

吞食事故，请立即咨询内科医师。

■  严禁用力挤压正极端子。

正极端子用玻璃密封，而突然和过度的外力(超过19.6N)可能损坏玻

璃密封。如果密封损坏，可能出现泄漏并产生刺激性/腐蚀性气体。

■  严禁摔落。

电池摔落可能损坏玻璃密封，导致泄漏并产生刺激性/腐蚀性气体。

■  严禁对端子引脚进行焊接操作或将导线直接焊接到电池

上。

焊接或锡焊产生的热量可能导致锂熔化，或损坏电池的绝缘材料，造

成变形、泄漏、过热、爆炸、起火或产生刺激性/腐蚀性气体。如果

要将电池直接焊接到设备上，应仅对极耳或导线进行焊接操作，此

外，烙铁温度也必须低于350℃且焊接操作时间应少于5秒钟。请勿

使用焊浴，因为安装有电池的电路板可能停止移动，或电池可能掉入

焊浴中。另外，请勿使用过量焊剂，因为焊剂可能流到电路板其它位

置，造成短路或电池充电。

■  严禁电池短路。

应防止电池正负极端子出现短路。请勿把电池和金属器件(如项链或

发卡等)一起搬运或存储。请勿将多个电池从包装中取出并堆放或混

合存储。否则可能导致电池变形、泄漏、过热、爆炸。

■  严禁充电。

该电池为非充电电池，不能用任何其它电源充电。充电可能产生气体

和内部短路，导致变形、泄漏、过热、爆炸、起火或产生刺激性/腐

蚀性气体。

■  严禁强行放电。

使用外部电源或其它电池强行放电可能造成电压降至0V以下(极性反

转)，产生气体并造成变形、泄漏、过热、爆炸、起火或产生刺激性/

腐蚀性气体。

■  严禁加热。

将电池加热到100℃以上可能提高电池内压，造成变形、泄漏、过

热、爆炸、起火或产生刺激性/腐蚀性气体。

■  严禁暴露于明火。

靠近明火可能导致锂金属熔化，造成电池着火并爆炸。

■  严禁拆解电池。

拆卸电池可能产生刺激性/腐蚀性气体。此外，电池内部的锂金属可

能过热，造成电池起火。

■  严禁使电池变形。

变形可能导致泄漏、过热、爆炸、起火或产生刺激性/腐蚀性气体。

■  严禁安装时颠倒正负极端子。

电池安装不当可能导致短路、充电或强行放电，其后果可能是电池变

形、泄漏、过热、爆炸、起火或产生刺激性/腐蚀性气体。

■  严禁混用不同电池。

由于电池特性不同，将不同的电池(例如不同型号或新旧电池或不同

厂商生产的电池)一起使用可能导致变形、泄漏、过热、爆炸、起火

或产生刺激性/腐蚀性气体。对于两个及以上的电池的串并联使用(即

使是相同的电池)，请在使用前提前咨询 。

一次电池
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■  严禁让泄漏液体进入眼睛或嘴中。

因为电池液体可能导致严重伤害，所以如果电池液体接触到眼睛，应

立即用大量清水冲洗并咨询内科医师。同样地，如果液体进入嘴中，

应立即用大量清水漱口并咨询内科医师。

■  严禁触摸正负电极。

注意请勿让正负电极接触到您的皮肤或手指。否则，您皮肤上的水分

可能导致电池放电，其后果可能是生成某种化学物质，造成人体化学

灼伤。

 警告 — 备用电源的电路设计
该电池为一次电池，不可充电。如果用于存储器或RTC备用电源，请

务必使用二极管，以免主电源或其它电池放电影响该电池，并且还应

使用一个保护电阻(见下图)，用于调节电流强度。注意，在选择二极

管和保护电阻时应参考以下注意事项。

+5V +5V

■  负载端实际电压

在工作中因为二极管和电阻会产生电压降，所以在计算负载端实际电

压时应将这部分电压降纳入考虑。

■  使用二极管防止充电

请选用漏电流小于0.5µA的二极管。

■  使用和设置保护电阻

保护电阻用于防止二极管失效时产

生的强浪涌电流损坏电池。请按照

右方表格所述要求设置电阻，保证

电路电流不超过表格中规定的最大

电流。例如，对于示例电路A，假

如ER6电池与电压为5伏的主电源联

用，由于允许的充电电流为100µA且

电池电压为3.6V，所以电阻应为R≥ 

(5V-3.6V)/100µA=14k ohm，即，至

少需要14k欧姆。

注意：如果二极管出现故障，出于安全考虑应尽快将发生故障的二极

管更换掉，即使电路中使用了保护电阻。考虑到二极管和电阻可能会

出现故障，在电路设计中还应采取其它安全措施。

型号 最大电流

ER18/50 125µA

ER17/50 125µA

ER6 100µA

ER6C 100µA

ER17/33 70µA

ER3 50µA

ER3S 40µA

 警告 — 废弃处理
国家和地区可能设立了电池管理法规。

请遵守相应的相关法规。因为废弃电池

中有残余电容量，而接触到金属可能导

致变形、泄漏、过热或爆炸。所以在处

理废弃电池之前，应使用绝缘胶带或

其他绝缘工具将正(+)负(-)极端子包覆起

来。

 注意 — 操作使用

■  最小瞬时电压

多项试验显示，最小瞬态电压极大地受到实际使用和存储条件影响。

所以，考虑到最小瞬态电压导致的电压降，应采取不超过标准放电电

流的电路设计。如有疑问请事先咨询 。

■  电池的安装、拆除和废弃处理

1) 在仪器中安装电池时，注意正极端子朝上，最差情况也要使电池处

于横放的位置。因为电池的正极活性材料为液态亚硫酰氯，将正端子

引脚置于底部将导致亚硫酰氯分布不均，在强电流情况下会降低电池性

能。

2) 电池的安装、移除和处理应由充分理解了电池操作各注意事项的技

术人员进行。

■  存储

请勿将电池置于阳光直射、过热和过湿环境。电池存储应远离雨水和

其他不利环境因素。

■  捆绑

电池与其它产品捆绑时应使用缓震材料和其它填充物保护电池，以免

电池(尤其是正极)在运输过程中受到震动。
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This is a primary battery and cannot be charged.  If used in memory 
or RTC back-up applications, be sure to use diodes to prevent 
charging from the main power source or other batteries, and a 
protective resistor to regulate the current as shown in the figure 
below.  Note that the points described below should be taken into 
careful consideration when selecting diodes and protective resistors.

� Supplied voltage to load
Because a diode and a resistor generate the voltage drop on 
operating, please take into consideration these voltage drops for 
supplied voltage to load. 

� Using diodes to prevent charging
Please choose diodes with leak current of no more than 0.5µA.

Load+5V
Diode

Protective
resistor

Battery

Example (A)

Diode

Example (B)

Load+5V
Diode

Protective
resistor

Battery

Diode

Diode

� Never allow liquid leaking from the battery to get in your eyes 
or mouth.

Because this liquid could cause serious damage, if it does come in 
contact with your eyes, flush them immediately with plenty of water 
and consult a physician.  Likewise, If the liquid gets in your mouth, 
rinse immediately with plenty of water and consult a physician.

� Never touch the battery electrodes.
Do not allow the battery electrodes to come in contact with your skin 
or fingers.  Otherwise, the moisture from your skin could cause a 
discharge of the battery, which could produce certain chemical 
substances causing you to receive a chemical burns.

� Using and setting protective resistors
A protective resistor is used to 
prevent the battery from being 
charged by large surges of current 
during diode failure.  Please set 
the resistor so that the maximum 
current shown in the right table is 
not exceeded.  For example, say 
an ER6 battery is used in sample 
circuit A in combination with a 
main power source 5 volt.  Since the permitted charge current is 
100µA and this battery’s voltage is 3.6V, let the resistor be R>=
(5V-3.6V)/100µA=14k ohm, meaning that at least 14k ohm is 
required.

Note: If the diodes broke down, it is necessary for safety to replace 
them as soon as possible even though using a protective resistor.
Considering the trouble of diodes and resistors, other safety 
measures should be incorporated in the circuit design. 

The battery may be regulated by 
national or local regulation.  Please 
follow the instructions of proper 
regulation.  As electric capacity is 
left in a discarded battery and it 
comes into contact with other 
metals, it could lead to distortion, 
leakage, overheating, or explosion, 
so make sure to cover the (+) and 
(-) terminals with friction tape or 
some other insulator before 
disposal.

� Minimum transient voltage
The various tests have shown that the minimum transient voltage is 
influenced greatly by the actual conditions of use and storage
Therefore, please design your circuits using no more than the 
standard discharge current, taking into account the voltage drop due 
to the minimum transient voltage.  Please consult with Maxell 
beforehand if you are unsure of anything.

� Installing, removing, and disposing of batteries
1) When installing a battery in a device, make sure that the positive 
terminal is facing up, or at least to the side.  As this battery uses 
liquid thionyl chloride as the positive active material, placing the 
positive terminal at the bottom will cause the thionyl chloride to 
become maldistributed, which could prevent the needed 
performance from being obtained when a large amount of current is 
used.

2) Please have the installation, removal, and disposal of this battery 
performed by a technician with a thorough understanding of the 
Warnings and Cautions on handling.

� Storage
Avoiding storing the battery in direct sunlight, or in excessively hot 
and humid locations, and store it out of the way of rainwater and 
other adverse environmental elements.

� Bundling
When bundling the battery with a product, be sure to use cushioning 
and other packing to protect the battery (and especially the positive 
terminal) from jolts and shocks during transportation.

Type
ER18/50
ER17/50

ER6
ER6C

ER17/33
ER3

ER3S

Maximum Current
125µA
125µA
100µA
100µA
70µA
50µA
40µA

(Example of battery insulation) 

Tape

+

–

Tape

E
R

Warnings — Circuit Design for Back-up Use

Warnings — Disposal

Caution — Handling

胶带

胶带

(电池绝缘示意图)

  E R 一次电池
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亚 硫 酰 氯 锂 电 池

ER电池仅限于产业使用。

如果您需要更换电池，请联系相关设备制造商。

概 述 
这一系列电池适用于如电表、水表、煤气表等长期使用的仪表设备，

并特别适用于记录用集成电路的备用电源。

结 构 

原理和反应式

亚硫酰氯锂电池使ER用液体亚硫酰氯(SOCl2) 作为其正极活性物质, 

锂 (Li) 作为其负极活性物质。电池反应式如下所示。 

■ 电池反应式

正极反应:                   2SOCl2+4Li++4e- → 4LiCl+S+SO2

负极反应:                                  Li   → Li++e- 

总反应:                      2SOCl2+4Li  → 4LiCl+S+SO2 

特 点
■ 3.6 V的高电压

亚硫酰氯锂电池拥有3.6V的高电压。

■ 平稳的放电特性

放电过程中内部电阻变化很小，因此放电电压平稳，直至放电结束。

■ 高能量密度

当放电电流为100μＡ(ER6型）时，能量密度可高达970m Wh/cm3。

■ 使用温度范围宽

能在 - 55 摄氏度到+85 摄氏度的温度范围内使用(当温度低于－40摄

氏度时，请向 进行咨询)

■ 优异的长期使用可靠性

极低的自放电及采用玻璃密封的方式使电池能够长期稳定的使用。

最小瞬时电压 
与传统电池相比，亚硫酰氯锂电池的自放电率大为降低。这是由于在

锂负极表面上形成了一层氯化锂膜，阻止与正极材料的反应。存储后

进行第一次放电时，该氯化锂膜产生的电阻可以造成放电初始电压暂

时低下。此时的最低电压称为最小瞬时电压，且温度越低，放电电流

越大，则电压越低。由于最小瞬时电压受到存储时间与条件的显著影

响，设计装置时必须充分考虑这一因素。
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放电负载与工作电压关系 
电池的工作电压随着负载增加、温度降低时下降。对于初次使用而放

电电流小于1mA的情况，即使在—40℃时也能保持至少3V的电压。

UL认证部品
亚硫酰氯锂电池已取得UL(Underwriters Laboratories lnc．)认证。

(Technician Replaceable)

认证型号: ERl7／50H， ERl7／50， ER6， 

   ER6C， ERl7／33， ER3， ER3S

认证号   : MHl2568

储存特性
亚硫酰氯锂电池由化学稳定的无机材料制成。此外，密封时采用激光

焊接密封结构及玻璃密封方式，防止了外部空气的进入。

从而得到优异的储存特性，使常温下每年的自放电率小于1％。

用途

●  OA设备（传真、复印机、打印机）

●  医疗仪器、收银机

●  FA设备（测量仪、机载微电脑、传感器）

●  电子仪表（水表、燃气、电力）

●  ETC(电子收费系统）

●  家用烟/火报警器

产品

型号 ER18/50 ER17/50 ER6 ER6C ER17/33 ER3 ER3S

标称电压(V) 3.6 3.6 3.6 3.6 3.6 3.6 3.6

标称容量(mAh)** 3,650 2,750 2,000 1,800 1,600 1,100 790

标准放电电流(μA) 125 125 100 100 75 40 35

使用温度范围 (摄氏度 ℃) -55到+85 -55到+85 -55到+85 -55到+85 -55到+85 -55到+85 -55到+85

尺寸*
直径(mm) 18 17 14.5 14.5 17.0 14.5 14.5

高度(mm) 52.6 52.6 53.5 51 35 29.9 26

重量 (g)* 22 20 15 15 13 8 7

* 尺寸和重量只是就电池本身而言的，但可能会因为端子引脚的形状和其他因素而改变。

**  标称容量是指在20摄氏度的环境下，以标准放电电流放电，在电池电压下降到3.0伏特时的放电容量。

o  数据和尺寸只是参考值。如需了解详细情况，请与 公司联络。

o  本手册上的内容可能会有变动，恕不另行通知。

  E R 一次电池
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ER Lithium Thionyl Chloride Battery
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ER Lithium Thionyl Chloride Battery
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L I T H I U M  T H I O N Y L  C H L O R I D E  B A T T E R Y
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External Dimensions with Terminals and Wire Connectors (unit : mm)
ER6 #2 PCER17/50 #2 PCER18/50 #2 PC

ER6K-#17
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